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Overlap felt 8" Min.

Cut felt and wrap at

jambs and sill (3"

Min.)

Install self adhering

membrane sill

flashing

Felt

Exterior Sheating

Fold up felt to

expose sheating

Diagonal cut at

corner

Install self adhering

membrance

flashing to head (Overlap

head 3" min. and jamb

flashing)

Install self adhering membrane

flashing at jambs (Overlap jamb

3" MIn. and sill flashing)Felt

Exterior Sheating

Fold felt flat flap at head

and secure in place

Tape corners

Membrane jamb

flashing

Felt

Exterior Sheating

MARK THICKNESS TYPE TINT REMARKS

GLASS SCHEDULE

NOTES:
PROTOTYPICAL STOREFRONT SYSTEM (MULLIONS & GLAZING COMBINED) U-VALUES: 0.38. SHGC: 0.28 (CLEAR
GLASS - TINTED GLASS WILL NOT BE ACCEPTED)

TEMPERED

LAMINATED

CLEAR

PROVIDE THERMAL BROKEN AT EXTERIOR LOCATIONS.

1/4"

1"

G1

G3

G21

1/4"

TEMPERED

CLEAR

CLEAR - LOW E

T/SLAB
0' - 0"

GRADE
-4' - 0"

2

A0003_1

EXISTING SCUPPERS &
DOWNSPOUTS TO REMAIN

EXISTING GUTTER TO REMAIN

EXISTING STAIR
TO REMAIN

EXISTING WALL
CONSTRUCTION
TO REMAIN

PARAPET WALL BEYOND

REMOVE AND RE-ROUTE
DOWNSPOUT TO AVOID MDP
AND METER

T/SLAB
0' - 0"

2

A0003_1

T/ STOREFRONT
8' - 6"

SIGNAGE UNDER
SEPARATE PERMIT -
NOT IN CONTRACT

G3G3 G3G3G21 G21 G21 G21 G21

NEW WALL
CONSTRUCTION

PROVIDE NEW BRICK
IN-FILL AT EXISTING
WALL, BRICK TO MATCH

BRAKE METAL COPING OVER
EXISTING AND NEW LOW
BRICK WALL BY STOREFRONT
INSTALLER

CHANNEL BY CANOPY
MANUFACTURER

CANOPY BY OTHERS

GAS METER

OUTDOOR PATIO RAIL

LINE OF ADJACENT
BUILDING ELEVATION

ST-1

MP-1

T/EXSTINING WALL
18' - 4"

EXISTING FACE -
BRICK

GRADE

BR-1

T/SLAB
0' - 0"

GRADE
-4' - 0"

5'
-0

 3
/4

"

4'-2 3/4"

EQ EQ

EXISTING WALL
CONSTRUCTION
TO REMAIN

NEW DOOR AND
FRAME PAINT TBD

EXISTING STAIR AND
LANDING TO REMAIN
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03661 FSU

14-5099

03661

I HEREBY CERTIFY THAT THESE PLANS
HAVE BEEN PREPARED UNDER MY

SUPERVISION AND THAT TO THE BEST

OF MY KNOWLEDGE, THE SAME

COMPLY WITH ALL RULES,

REGULATIONS AND ORDINANCES OF

WASHINGTON, DC RELATING TO
STRUCTURES AND BUILDINGS.

CUSTOM

Seal

Mark        Date        By

Mark        Date        By

Revisions:

5200 Buffington Rd.
Atlanta Georgia

30349-2998

Mark        Date        By

Mark        Date        By

08/13/15
ISSUED FOR

PERMIT

DCRA Approval Stamp

10/02/2015
CITY

COMMENTS

1

A0002_1

08/13/15

EXTERIOR
ELEVATIONS

4505 WISCONSIN AVE,
TENLEYTOWN,
WASHINGTON, DC

08/13/15

BG,JB,JB

CK,MS

 1/4" = 1'-0"
1 STOREFRONT FLASHING

EXTERIOR FINISHES
BR-1 BRICK #1 (MODULAR SIZE)

MATCH EXISTING BRICK SIZE AND FINISH,
PREP FOR PAINT: PT-24

EC-1 PARAPET WALL COPING
DUROLAST/ EXCEPTIONAL METALS
COLOR: DARK BRONZE (MATTE)

MP-1 ALUMINUM WALL PANEL SYSTEM
DUROLAST/ EXCEPTIONAL METALS
COLOR - TRI-SMOKE (MATTE)

PT-22C EXTERIOR PAINT FOR UTILITY METAL
SHERWIN WILLIAMS, PRO INDUSTRIAL MULTI-SURFACE ACRYLIC COATING
SW2827 / COLONIAL REVIVAL STONE, MUST BE USED WITH PRO INDUSTRIAL PRO-CRYL UNIVERSAL PRIMER

PT-24 PRIMARY SURFACER & EXTERIOR PAINT FOR EXISTING BRICK WALL(S)
SHERWIN-WILLIAMS LOXON BLOCK SURFACER WITH SHERWIN WILLIAMS, SUPERPAINT EXT.
ACRYLIC LATEX PAINT, SW 7005/PURE WHITE, FINISH: SATIN

ST-1 ALUMINUM STOREFRONT
YKK YES 45FI, NON-THERMALLY BROKEN THIN PROFILE STOREFRONT WITH CENTER SET GLASS FINISH: BLACK ANNODIZED
#YK1N, 2" X 4-1/2"

 1/4" = 1'-0"
3 REAR ELEVATION

 1/4" = 1'-0"
2 FRONT ELEVATION

 1/4" = 1'-0"
4 REAR ENTRANCE ELEVATION
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